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INTRODUCTION 

Tortech Engineered Sound Products and Fanon are well established company names, offering a 
comprehensive line of top quality products. The company offers fast and economical access to 
sound products from our worldwide productions. 

Our excellent manufacturing capabilities give us the leading edge. This permits us to help you solve 
your complex customer design needs. The company is small enough to give you personalized 
service, yet large enough to assure professional results. 

Since our start up in the 1970's, we have built a satisfied customer base across Canada and the 
United States. We pride ourselves on being able to handle your specialized sound needs. 

TORTECH has made its mark with the help of our loyal customers in so many installations that it is 
too numerous to list. We are constantly inspired by our customers to engineer new and innovative 
items. We always look for new engineering challenges and are constantly looking to improve the 
quality of all products. 
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24 VOLT SELF AMPLIFIED SYSTEM 

 

 

 

 

 

Product Specifications:  

Accessories Rack mount kit for standard 19" cabinet  

Controls Master volume, bass, treble,  

Inputs 3 balanced screw terminal microphone inputs, 3 auxiliary 
inputs, 600 Ohm telephone paging input  

Power 24 V power input  

Size 3" height by 12" depth  

Weight 6 lbs  

 
 
 
 
 

VCM 22 MIXER  VC 10924  

 

Á Microphone Mixer 
Á Allows microphone paging 

on 24 Volt amplified system 
 

 

Á Master Volume 
Control 24 Volt System 

 

  
                   

 
 

The Tortech MX8 mixer is designed to be used with the self amplified horns and speakers. It has 
automatic muting for music over ride and EMC emergency over ride circuit for evacuation tones. 



                Tortech Electronics                                                                          Product Catalogue 

     www.tortechsound.com 5 

 

 

24 VOLT TELEPHONE PAGING 
 

 
  

 

 

24 Volt 
Amplified 5/ 15/ 30 W 

Horns 
 

APS1 
1 Watt Amplified 
24 Volt Speaker 

 

AWB -1 
1 Watt 24 Volt 

Amplified Speaker 
 

 
 
 

 

 

  

T&R 801 / T&R 803 
Night Ringer & 
Tone Generator 

 

APH 15-LR90 (2) 
1 &2 Line 90 V 

Ringer 
 

APH-15 LR 
Combination 

Ringer& Paging Horn 

   
9  Zone 

Paging Relay 
ZCU-9 

 

Telephone Paging 
70 Volt PA Amps 
20  TO  360 Watts 

 

70 V Paging Horns 
SH15T - 15 W / SH30T 30W 
TH16T 16 W   TH32T 32W 
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PA AMPLIFIERS 

 
PA35 V / PA 65 V / PA 130 V PAR 120/60 RECEIVER AM/FM 

 

 
30 - 60 - 130 WATTS 

 

 
 

120 WATTS - 60 WATTS RMS 

 
Á 600 Ohms telephone input interface on Mic #1 
Á Tone controls for bass, mid and high 
Á 2.5% Harmonic distortion at max power 
Á Aux switch able to CD with 2 RCA 
Á 70 Volt & 16 / 8 / 4 Ohms speaker outputs 
Á Signal to noise: 60+dB 
Á Mic #1 is balanced with screw terminals 
Á Mic #2 unbalanced ¼ input 
Á Master volume control 
Á Auto mute on microphone / telephone #1 
Á Weights: 4.25 / 5.0 kg 
Á 120 Volt AC power input 
Á пуо ƳƳ όмфέύ ǊŀŎƪ ŀƴŘ ǿŀƭƭ ōǊŀŎƪŜǘǎ ƛƴŎƭǳŘŜŘ 
Á Dimensions 270 x 260 x 90 mm 

 

 
Á 4 or 2 Microphone / Line / Phantom, 2 Aux 
Á 600 Ohms telephone input interface 
Á Bass and treble tone controls 
Á 50-18,000 Hz frequency response 
Á 4 or 2 XLR balanced microphone inputs 
Á Phantom 24 Volt on XLR microphones 
Á 1 Phone unbalanced microphone input 
Á Master volume control 
Á Priority on first input 
Á Automatic mute on microphone #1 
Á AM/FM digital tuner with 5 presets 
Á Four Zones Speaker on PAR 120 

 

PA 1060 / PA1120 / PA1240 PA 150 

 

 
 

60 - 120 - 240 WATTS RMS 

 

 
 

60 - 150 WATTS RMS 

 
Á 4 Microphones / Line / Phantom, 1 Aux input 
Á 600 Ohms telephone input interface 
Á Tone control: Bass +/10dB, Treble +/10dB 
Á 30-20,000 Hz frequency response 
Á 0.5% Harmonic distortion full spectrum 
Á 70 / 25 Volt & 16 / 8 / 4 Ohms speaker outputs 
Á S / N: Mics 60+dB, Aux 70+dB, Main 80+dB 
Á Auto mute on microphone / telephone 
Á RCA 1 Volt at 600 Ohms 
Á 4 speaker zones controls 
Á 6 VC controls, plus master, monitor, and 

telephone. 
Á 120 Volt AC or 24 Volt DC power input 

 
Á 4 Microphone / Line / Phantom, 1 Aux inputs 
Á 600 Ohms telephone input interface 
Á Bass and treble tone controls 
Á 50-15,000 Hz frequency response 
Á 0.5% Harmonic distortion full spectrum 
Á 70 Volt / 25 Volt & 4 Ohms speaker 
Á Master volume control 
Á Priority microphone input 
Á Automatic mute 
Á 115 Volt AC or 24 Volt DC power input 
Á Dimensions 483 x 305 x 190.5 mm 
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AMPLIFIERS 

 
MZ- 450 4 ZONE AMP PAS 1360 

 

 
 

160 WATTS RMS 

40 Watts RMS / Zone  
 
Á Five ( 5 ) programmed inputs to 4 zones 
Á 600 Ohms telephone input interface 
Á Bass and treble tone controls 
Á 50-15,000 Hz frequency response 
Á 0.5% Harmonic distortion full spectrum 
Á 70 Volt / 100 Volt / 4 Ohms speaker 
Á Master volume control 
Á Priority microphone input 
Á Automatic mute 
Á 4 speaker zones 
Á 115 Volt AC or 24 Volt DC power input 
Á пуо ƳƳ όмфέ) rack mount built in  
Á Dimensions 483 x 305 x 190.5 mm 
 

 
Á Tortech power amplifier PAS1360 is designed to 

produce the best power, reliability and features 
providing 360 Watts @ 70 Volt 
Á Booster amp with RCA/XLR/SCREW inputs 2-RCA line 

inputs 
Á 2 balanced XLR inputs 600 ohm balanced telephone 

input  
Á Frequency response 35ς 18 KHz /19 inch rack 

TTU 100 MX-8 MIXER 

 

 
AM / FM TUNER W/REMOTE 

 
 

 
Á Frequency Range : AM 522-1820Hz 

                                  FM 87MHz-108MHz 
Á DNR Sensitivity : AM < 5Mv/M : FM > 20uV 
Á Signal to noise: AM > 40dB and FM > 45dB 
Á Input Impedance: 1K Ohms 
Á 10 10+ Memory Presets 
Á Output: 500mVrms 
Á W Weight 1 kg 
Á 12 120 Volt AC power input 
Á Dimensions 482 x 240 X45mm 

 
Á 9 channel microphone mixer 
Á 4 microphone with screw terminals 
Á Telephone 600 ohm paging input on mic #1 
Á Auto mute on mic #1 or tel page 
Á 3 aux input 47 K ohms with RCA 
Á EMC inputs for emergency signals 
Á 100-10,000 Hz frequency response 
Á wŀŎƪ ƳƻǳƴǘŜŘ пуо ƳƳ ōǊŀŎƪŜǘǎ όмфέύ 
Á Weight 1.5 kg 
Á 24 Volt DC power input  
Á Dimensions 483 x 44.5 x130 mm 
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AMPLIFIERS 

 
 

PA 20 / 35 
 

 
 
 

Product Specifications:  
Controls 2 Mic, 1 Aux, Master, 2 or 3 Tone  
Dimensions 3" x 11.5" x 7.7"  
Frequency Response 150 Hz - 20 kHz(20) 70 Hz - 20 kHz(35)  

Inputs  2 Mics, 1 Aux/Telephone  
Power Output 20(20) 35(35) Watts @ 4 Ohm  

Power Source 12V DC / 120V AC(20) 120V AC(35)  
Sensitivity - Aux 130 mv  

Sensitivity - Mics 2.5 mv(20) 1.8 mv(35)  
Signal to Noise 65dB(Mic), 71dB(Aux)  

Speaker Outputs 70V 16/8/4 Ohm  

 
 

PA 35V / 65V 

 
 
 

Product Specifications:  
Automatic Mute For music on telephone or mic #1 input  
Aux Input 71 dB  
Dimensions 3.5" x 11.5" x 7.8"  
Frequency Response 60 - 20,000 Hz  
Microphone #1 Balanced switchable from telephone input to mic  
Microphone #2 1/4" unbalanced low Z input  
Power Out 30(35V) 60(65V) Watts  
Power Source 120V AC  
Telephone 600 Ohm line  
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AMPLIFIERS 

 

PA1350 / PA1450  / PA 1550 Integrated Amplifiers 

 
Product Specifications:  

Dimensions 484 x 446 x 132  
Frequency 
Response 

50 - 15 KHz  

Inputs Mic #1 balanced 1/4" input / Mic #2 XLR plus 48V phantom / Mic 
#3 XLR plus 48V phantom / Aux 1 & 2 with RCA inputs  

Muting Mic #1 override  
Power 
Consumption 

600 Watts  

Power Require 120 VAC 60Hz  
Rated Power PA1350: 350W RMS / PA1450: 450W RMS / PA 1550: 550W RMS 
S/N Ratio Mic 66 dB AUX 80Db  
Speaker Outputs 4 - 16 Ohms 70 / 100V  
T.H.D. Less than 1% @ 1KHz  
Tel Input 600 Ohm with mute  
Tone Bass / Treble  
Weight 23 Kg  

 
 
 
 
 
 

 
 
 
 

Did you know that Tortech Electronics does custom modifications to 
our products to best serve your needs and technical requirements? 

Give us a call or email us to find out more! 
 

Telephone: 416-298-0448 
Email: sales@tortechsound.com 

 
 

Telephone: 416-298-0448 
Email: sales@tortechsound.com 
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AMPLIFIERS 

 
 

PA 150 
The PA 150 have four microphone inputs that are switch 

able to mic / line or phantom. Each microphone input 
is a XLR & ¼ Phone input. The amp has one auxiliary 
input for easy installation of stereo inputs. The 
telephone input is screw terminals. There is a 
separate volume control for the telephone input on 
the rear of the amplifier. The PA 150 has separate 
volume controls for all the functions plus a master 
control. The Tortech PA150 is rated at 150 watts RMS. 
The response is 50 - 15,KHz. Microphone #1 and 
Telephone input has priority control for music input. 
The amps have base and tremble controls. PA 150 
amplifiers are certified to normal CSA standards. The 
PA amplifiers can be used for almost every PA 
application where features, power, performance and 
quality are required. 

 
Product Specifications:  

Controls 4 Mic, 1 Aux, 1 Telephone(rear), Master, Treble & Bass  
Frequency 
Response 

50 - 15,000 Hz  

Inputs 4 XLR switchable Mic/Line/Phantom, 1 Aux, 1 1/4 Telephone  
Power Out 60(60) 150(150) Watts RMS  

PA 1060/1120/1240 

 
Product Specifications:  

Controls 6 Volume, 1 Master, 1 Telephone & 1 Monitor  
Dimensions 435 x 335 x 100 mm  
Distortion Less than .5%  
Frequency 
Response 

30 - 20,000 Hz  

Inputs 4 Mics switchable to line or phantom, 1 600 Ohm telephone  

Power Out 60(1060) 120(1120) 180(1180) 240(1240) Watts RMS  
Power Source 120V AC / 24V DC  
Pre-Amp Out RCA 1V @ 600 Ohm  
Signal to Noise Mics 60+dB, Aux 70+dB, Main 80+dB  
Speaker Outputs 70/25V 16/8/4 Ohm  

Tone Control Bass +/ 10 dB, Treble +/ 10 dB  
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AMPLIFIERS ς AM/FM 

 
PAR120 WITH AM / FM 

 
 
SPECIFICATIONS: 

Á Power 120 watts RMS 
Á Am/fm digital tuner with pre-sets 
Á four microphone inputs with priority 
Á Two auxiliary inputs aux 1 aux 2 
Á Telephone 600 ohm page input 
Á Four switching speaker zones 
Á Bass and treble controls 
Á Distortion > 1% 
Á Phantom or line switchable on XLR 

inputs 
Á Speaker line 70/25v and 4 ohm 
Á Rack mounting included 
Á Master volume control 
Á Frequency response 50-15khz 
Á Dimensions 480 x 320 x 133 mm 
Á Weight 25 lbs 

 

 

 
 

PA60R / PA120R  
with Am/Fm Tuner & Remote Control 

 

  
SPECIFICATIONS: 

Á Power 60/120 Watts RMS 
Á Am/Fm Digital Tuner With Remote 
Á Two Microphone XLR/ Screw 

Inputs 
Á One Aux Input RCA 
Á Automatic Mute On Paging 
Á Telephone 600 Ohm 
Á Music On Hold 
Á 70 Volt 8 Ohm Speaker Line 
Á Line In / Out 600 Ohm 1 Volt 
Á Frequency Response 60-20khz 
Á Ra Vk Mount Kits 
Á Master Volume 
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MIXERS 
MX 8 Mixer 

 

  
SPECIFICATIONS: 

ü Mic #1 Or Tel Input 600 Ohm With Auto Mute 
ü Microphone #1 To Microphone #4 Balanced 

Screw Terminal 
ü EMC 1 And EMC 2 Emergency @ 10k 

Unbalanced Inputs 
ü Aux Inputs # 1 #2 #3 RCA Stereo Inputs @ 10k 
ü Distortion > .01% 
ü Line Out 600 Ohms 0 Db 
ü Frequency Response 60 Hz-15 KHz 
ü Tone Controls - Bass & Treble 
ü Mute Function Mic #1 EMC #1 
ü мфέ wŀŎƪ aƻǳƴǘƛƴƎ 
ü Dimensions 89 X 483 X 366 Mm Deep 

Weight 6.1 Kg 
 

MX-6 
 

 
Model mx-6 is a rack mounted six balanced 
microphone input and one auxiliary input. The mics 
are switchable to phantom or line inputs. The line 
out are XLR or RCA the Mixer comes with a ac 
adapter. 

 

 

 
 

MX 22/ MX222 Remote Mixer 

 

  
The mx22 is a 24 volt remote microphone input 
and or auxiliary input. Multiple mx22 can be 
stacked into one auxiliary input. The mx22 has a 
female XLR microphone input and a RCA auxiliary 
input. The remote mixer fits on a single gang 
stainless plate and only requires two twisted pairs 
of wire to operate at long distances. A MXSB 
security box is also available. The tt246 24 volt dc 
power supply is required. 
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MULTI-ZONE AMPLIFIER 

 
 

 
 

 
 
 
 
 
 
 
 
 
 

 
The Tortech Mz-450 Is a Multi-Channel Public Address Amplifier That Has 4 Separate 

Amplifiers of 40 Watt Each. There are five inputs that can be directed to any of the four 
separate zones plus is a 600 ohm telephone line to page each zone selected. Each Of The 

4 Amps Has A Line Out To Larger Amplifiers. 

 
 POWER AMPLIFIERS 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

MZ-450 
5 INPUTS & 4 SEPARATE AMPLIFIERS 

 

Controls Tone, Bass & Treble on each channel  
Distortion Less than .5%  
Frequency 
Response 

50 - 17,000 Hz  

Inputs 3 XLR switchable Mic/Line/Phantom, 2 RCA Aux, 600 Ohm 
Telephone paging  

Line Out 1.2V on each channel  
Power Out 40 Watts RMS 90 Watts Peak  
Speaker Outputs 100/70/25V 8/4 Ohm  

 

AM/FM TUNER TTU100R 

 
Dimensions 482 x 240 x 45 mm  
DNR Sensitivity - AM <5Mv/M  
DNR Sensitivity - FM >20uV  
Frequency Range - 
AM 

522 - 1820 KHz  

Frequency Range - FM 87 - 108 MHz  
Input Impedance 1K Ohm  
Memory Preset 10+  
Power Out 500mV RMS  
Power Source 120V AC  
Signal to Noise AM>40dB FM>45dB  
Weight  1 Kg  
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TELEPHONE PAGING AMPLIFIERS 

WITH NIGHT RINGERS & WALL BRACKET 
 

TPA 60 & TPA 120 
Product Specifications:  

 
 

 
 
 
 
 
 
 
 

TUR 800 
The TORTECH TRU 800 universal ringer is engineered to provide ringing over  

paging on all types of telephones and systems. 
 

Terminal # 1 is 24Volt DC power 
Terminal # 2 is Tip and Ring (AUDIO) 
Terminal # 3 is Dry Contact from KSU 
Terminal # 4 is 1st Line 90Volt Ringer 
Terminal # 5 is 2nd Line Ringer 90 
Volt 

 
   TNR 800 NIGHT RINGER / TONE GENERATOR 

                                                  
The TORTECH T&R 800 is designed to produce a variable tone 
through a PA amplifier. 
 
Á Simply connect  the modular jack to the telephone jack 
Á Plug  the AC adapter into the power duplex 
Á Insert  the RCA in to the aux input  of the amplifier 
Á Connect  the  KSU  dry contact  to the terminal  block 
Á Adjust  the  volume  and the pitch 

  
The generator will produce the night / tone ringing over PA system 

ZC 9U ZONE CONTROLLER 
Specifications: 

ü DTMF  Controlled 
ü 9  Individual Zones 
ü Access  Paging Port 
ü DIAL  1/2/3/4/5/6/7/8/9  
ü tƭǳǎ !ƭƭ /ŀƭƭΧΧΦ5ƛŀƭ мл  CƻǊ !ƭƭ ф ½ƻƴŜǎ 
ü 50  WATTS  / ZONE 
ü 9  Volt Operation 
ü 600 OHM INPUT  TIP (RED) & RING (GREEN) 
ü Dry Contact Activation 
ü 70 OR 25 Volt Speaker Line 

Auto Mute 
Aux Input 
Microphone 
Night Ringer 
Phantom 
Power 
Rack Mount 
Size 
Speaker Line 
Tel Page 
Tone 
Wall Bracket 
Weight 

Tel Page and Mic #1 
2 Music Input 
3 Microphone Inputs 2 XLR-1-HPhone 
Dry Contract Control w/ Volume Control 
48 Volt 
60 Watts / 120 Watts 
19 Inch Mount 
16.5 x 14.5 x 3.5 Inches 
70 / 25 Volt & 4 Ohm 
600 Ohm w/ Volume 
Bass / Treble Controls 
Included 
14.5 & 16.5 lbs 
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BAFFLES & BACK BOXES 

 
Model Specifications  
TB11 
 

-12 inches round metal baffle 
-4 mounting studs for speaker 
-8 inch speaker mounts 
-Power coated speaker white 
-20 AWG metal 
-1.2 pounds 
-4 mounting holes 

 

TB25 - 12 inches square metal baffle 
- 4 mounting studs for speaker 
- 8 inch speaker mounts 
- power coated speaker white 
- 20 AWG metal 
- 4 mounting holes 

 
TB8D 
TB10D 

- 8 / 11 inch diameter plastic 
- 4 mounting speakers screws 
- for 6.5 & 8 inch speaker 
- fine metal mesh grill 
- 4 revolving legs for mounting 

 
TB15D -7 inch round metal baffle 

- 2 mounting studs for speaker 
- fine white or black centre 
- designed for 4 inch speaker 
- 2 mounting holes for back box 

 
TB15 - 7 inch round metal baffle 

- 2 mounting studs for speaker 
- 2 mounting holes for back box 
- designed for 4 inch speaker 
- speaker white colour 

 
TB70 
TB75 

7/8 inch square metal 
- 2 speaker mounting studs 
- 2 / 4 mounting holes 
- designed for 4 inch speaker 
- speaker white colour 

 
CF1 
CC1 

- Mounting bridge for baffle 
- mounting for all back boxes 
- cc1 rails for mounting 
- 22 AWG satin coat material 
- 23.5 inches long 

 

 
 
 


